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Diameter Thickness

Aura Cloud Print CIR
@N50  Thickness: 40 mm
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02

Finishes

Print Finish
Composition 100% PET Plaster
Thickness 40 mm
Flame Retardancy EN 13501-1: B-s1,d0
Acoustic Absorption Coefficient Class B (0,85)
STANDARD 100 by OEKO-TEX®

Print Finish
Composition 100% PET Concrete
Thickness 40 mm
Flame Retardancy EN 13501-1: B-s1,dO
Acoustic Absorption Coefficient Class B (0,85)
STANDARD 100 by OEKO-TEX®

Print Finish
Composition 100% PET \/intage Wood
Thickness 40 mm
Flame Retardancy EN 13501-1: B-s1,d0
Acoustic Absorption Coefficient Class B (0,85)
STANDARD 100 by OEKO-TEX®

Print Finish
Composition 100% PET Dunes
Thickness 40 mm
Flame Retardancy EN 13501-1: B-s1,d0
Acoustic Absorption Coefficient Class B (0,85)
STANDARD 100 by OEKO-TEX®

Print Finish
Composition 100% PET Marble
Thickness 40 mm
Flame Retardancy EN 13501-1: B-s1,d0
. Acoustic Absorption Coefficient Class B (0,85)
oy K STANDARD 100 by OEKO-TEX®
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Print Finish
Composition 100% PET White Rock
Thickness 40 mm
Flame Retardancy EN 13501-1: B-s1,d0
Acoustic Absorption Coefficient Class B (0,85)
STANDARD 100 by OEKO-TEX®

— Print Finish
T Composition 100% PET Mineral Grey
Thickness 40 mm

Flame Retardancy EN 13501-1: B-s1,dO

Acoustic Absorption Coefficient Class B (0,85)

STANDARD 100 by OEKO-TEX®

Print Finish
Composition 100% PET Smoky Grey
Thickness 40 mm
Flame Retardancy EN 13501-1: B-s1,d0
Acoustic Absorption Coefficient Class B (0,85)
STANDARD 100 by OEKO-TEX®

Print Finish
Composition 100% PET Beige Baryte
Thickness 40 mm
Flame Retardancy EN 13501-1: B-s1,d0
Acoustic Absorption Coefficient Class B (0,85)
STANDARD 100 by OEKO-TEX®
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Print Finish
Composition 100% PET Yellow Amber
Thickness 40 mm
Flame Retardancy EN 13501-1: B-s1,d0
Acoustic Absorption Coefficient Class B (0,85)
STANDARD 100 by OEKO-TEX®

Print Finish

Composition 100% PET Green Fluorite
Thickness 40 mm

Flame Retardancy EN 13501-1: B-s1,dO

Acoustic Absorption Coefficient Class B (0,85)

STANDARD 100 by OEKO-TEX®

Print Finish

Composition 100% PET Pink Topaz
Thickness 40 mm

Flame Retardancy EN 13501-1: B-s1,d0

Acoustic Absorption Coefficient Class B (0,85)

STANDARD 100 by OEKO-TEX®

Print Finish
Composition 100% PET Aquamarine Blue
Thickness 40 mm
Flame Retardancy EN 13501-1: B-s1,d0
Acoustic Absorption Coefficient Class B (0,85)
STANDARD 100 by OEKO-TEX®
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